
Dimensions: mm (in.)
Size D SW E S
PG7 12.5 (.49) 19.0 (.75) 21.0 (.83) 5.0 (.20)

PG9 15.2 (.60) 22.0 (.87) 24.0 (.94) 5.0 (.20)

PG11 18.6 (.73) 24.0 (.94) 26.0 (1.02) 5.0 (.20)

PG13.5 20.4 (.80) 27.0 (1.06) 29.0 (1.14) 6.0 (.24)

PG16 22.5 (.89) 30.0 (1.18) 33.0 (1.30) 6.0 (.24)

PG21 28.3 (1.11) 36.0 (1.42) 39.0 (1.54) 7.0 (.28)

PG29 37.0 (1.46) 46.0 (1.81) 50.0 (1.97) 7.0 (.28)

PG36 47.0 (1.85) 60.0 (2.36) 66.0 (2.60) 8.0 (.31)

PG42 54.0 (2.13) 65.0 (2.56) 73.0 (2.87) 8.0 (.31)

PG48 59.3 (2.33) 70.0 (2.76) 78.0 (3.07) 8.0 (.31)
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Polyamide (PA)

-20 to 100°C (-4 to 212°F)

Polyamide (PA)

-20 to 100°C (-4 to 212°F)

Polyamide (PA) 
Light Gray

Polyamide (PA) 
Black

Cat. No. Std. Cat. No. Std. 
Size Light Gray Pk. Black Pk.
PG7 23050.9 100 23060.9 100
PG9 23051.9 100 23061.9 100
PG11 23052.9 100 23062.9 100
PG13.5 23053.9 100 23063.9 100
PG16 23054.9 100 23064.9 100
PG21 23055.9 100 23065.9 100
PG29 23056.9 50 23066.9 50
PG36 23057.9 25 23067.9 25
PG42 23058.9 25 23068.9 25
PG48 23059.9 10 23069.9 10

Material Specifications

Temperature Range

Locknuts –
PG Thread
Polyamide


