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KDS-KV M20

KDS-KV M20 BK
28610.4 10
Separable cable gland, 
including separable locknut

1-13

KDS-GM 20 BK
28616.4 10
Separable locknut
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KDS-KV M40

KDS-KV M40 BK
28613.4 5
Separable cable gland, 
including separable locknut

14-33

KDS-GM 40 BK
28619.4 5
Separable locknut

KDS-DEG
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KDS-KV M25

KDS-KV M25 BK
28611.4 10
Separable cable gland, 
including separable locknut

1-14

KDS-GM 25 BK
28617.4 10
Separable locknut
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KDS-KV M50

KDS-KV M50 BK
28614.4 5
Separable cable gland, 
including separable locknut

14-33

KDS-GM 50 BK
28620.4 5
Separable locknut
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KDS-KV M32

KDS-KV M32 BK
28612.4 10
Separable cable gland, 
including separable locknut

1-14

KDS-GM 32 BK
28618.4 10
Separable locknut
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KDS-KV M63

KDS-KV M63 BK
28615.4 5
Separable cable gland, 
including separable locknut

14-33

KDS-GM 63 BK
28621.4 5
Separable locknut
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KDS Cable entries

Features
• Material: polyamide PA 6.6,

glass-fibre reinforced | TPE
• Colour: black
• Flammability: UL 94 V-0
• Temperature range: –40 °C to +120 °C
• Halogen-free, silicone-free
• Protection: IP66
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